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Contact details 
 

·  Théâtre de Beaulieu   Tel. : + 41 21 643 21 11 
Av. des Bergières 10   Fax. : +41 21 643 37 11 
1004 Lausanne   
 
Manager    Thierry Pahud  
     Tel. : + 41 21 643 22 10 
 
Assistant Manager   Florence Favrod  
     Tel. : +41 21 643 22 00 
 
Stage Manager   Jacques Muhlestein  
     Tel. : + 41 21 643 32 14 
 

 
 

 



 
 
 
 
Auditorium (classic French type)  

·  Width    27.6m 
·  Depth of stalls   28m 
·  Depth of circle  33m 
·  Height below dome  13.8m 
·  Volume   7,800m3 
·  Number of seats  stalls  1084 

circle    730 
loges      30 

 
Front stage with proscenium, rake 3.5% 
 

·  Travelling stage curtains (manual). 
·  Maximum arch opening: 14 metres (minimum 12 metres). 
·  Depth: 14 metres not including orchestra pit – 16 metres with orchestra pit. 
·  Stage height: 1.30 metres. 
·  Width wall to wall: 22 metres + 1 recess SR 4 x 2.5 metres. 
·  Arch height variable from 6.84 metres to 7.5 metres. 
·  Height below grid: 16 metres with option of hangings virtually anywhere. 
·  Backstage extension: opening 16 metres by depth 12 metres and height 6 metres. 
·  Stage capacities: 500 kg per m2. Can be reinforced and propped from the first  

understage. 
·  Access to stage from stage left and stage right. 
·  Access to scenery via elevating platform 1.2 tonnes (exterior) directly backstage. 
·  Street level service lift from ch. du Presbytère, size 270 x 150, height 1.95 m, 1.5 tonnes. 

 
Orchestra pit 
 
There are 2 possible alternatives for the area of the orchestra pit. 

·  Proscenium only lowered to level of first understage with a capacity of 50 musicians 
(percussion, harp etc.). 

·  Proscenium + extension lowered to level of first understage with a capacity of 65 musicians. 



 
Stage equipment  
 
 
Power supply 

·  Terminal board on stage 3 x 200A. 
·  Backstage CEE 63 A sockets. 

 
 
Lighting 

·  15 ETC zoom projectors 750W 15°/30° (fixed front).  

·  2 ETC fixed angle projectors 750W 16° (fixed condu ctor). 

·  30 Strand projectors 1 kW 15°/42° (16 fixed front,  8 fixed turrets). 

·  35 PAR 64 CP 60, 61, 62. 

·  6 Horiziodes ADB 4 x 1 kW asymmetric + 6 x solo1 kW asymmetric – 12 x 500 W symmetric. 

·  49 PC ADB 1kW. 

·  42 PC Theatro 1kW. 

·  4 PC Theatro 2kW  (fixed turrets). 

·  Controls and strength: ETC Expression With Emphasis console with 2 monitors. 

·  140x 2.5 kW circuits +10x 5 kW circuits in fixed switchboards. 

·  Accessories: Iris, gobo mounts, filter mounts, shutters, stands, virtually complete set of gels. 

 
 
Tracking 

·  Power (16 and 32 A) and intercom network connections are positioned behind seats 27 and 
28 in row D of the circle. 

 
Sound 

·  Power supply 1x CEE 63A (SR) + 1x CEE 63A (SL). 
·  Broadcast front of stage by 6 x UPA Meyer 500 W amplified + 2 x Sub Meyer 500 W amplified. 
·  Console Yamaha DM 2000. 
·  2 x 20 inputs/outputs (SL/SR). 
·  5 x Sm 58. 
·  4 x AKG C 1000 S. 
·  2 x PL 20. 
·  1 x Schoeps connection. 
·  4 x Beta 91. 
·  2 x Sennheiser EW 500 (lapel + main). 
·  CD reader + mini disc. 
·  15 microphone stands. 
·  6 table stands. 

 
 
Video technology 

·  Coaxial BNC network between control room and various points in the auditorium and on stage. 
·  1 fixed colour camera circle. 
·  2 colour monitors stalls control room. 
·  1 fixed colour camera stalls SR. 

 



Drapes and borders 
Height Width

10 leg drops 10 metres 6 metres
4 borders 3.55 metres 22 metres
2 half tabs 10.80 metres 13.75 metres
1 small tab 8 metres 7 metres
1 cyclorama 10 metres 18 metres  

 
 
Concert studio  

·  Consisting of 2 large white plastic backcloths on rollers forming the ceiling and background, 
supplemented by side cloths on rollers. 

 
 

Working scenery 
·  2 400 x 450. 
·  1 450 x 600. 
·  8 200 x 100. 
·  1 800 x 150. 

 
 
Flooring and dance barres  

·  Option of covering whole stage in black or light grey. 
·  36 supports and 15 barres from 4 to 6 metres. 

 
 

Catering area, laundry, drying room 
·  A 150 m2 catering space is available backstage. Tables and chairs are provided in sufficient 

number at each venue. There is a kitchen equipped with a sink with hot water and a 63 amp 
CEE power socket. Gas cooking is not permitted. 

·  The washing machine and a dryer are to be found on the second understage level.  
 
 

Pianos 
·  1x Yamaha 186 cm (baby grand) piano, 1x Yamaha 173 cm piano and 1 upright Atlas piano 

are available with stools for hire in addition. 
Tuning on the day of the concert is preferable (temperature changes). This is included in the 
cost of the piano hire. 
 
 

Music stands 
·  For operas we provide 45 music stands and a conductor’s podium on a separate lighting 

circuit. For classical concerts 80 black music stands are available.  
 
 

Projection screen 
·  1 screen 800 x 600. 

�
�

Intercom 
·  4 HF Telex intercoms. 
·  4 ASL wired intercoms. 



 
Dressing rooms 

 

 Number of places Number Location Description
1 1 & 2 Ground floor SL Private dressing room
1 3 & 4 Upper ground floor SL Private dressing room
10 5 Upper ground floor SL Shared dressing room
16 6 1st floor SL Shared dressing room
16 7 2nd floor SL Shared dressing room
10 8 1st floor SR Shared dressing room
18 9 2nd floor SR Shared dressing room
8 11 Backstage Make-up room
8 12 Backstage Ironing, laundry
1 Conductor Understage Private dressing room
60 Musicians Understage Shared dressing room
30 Extras Understage Shared dressing room 

 
 
All the dressing rooms have sanitary installations: showers, WCs. 
Only the conductor’s dressing room has a private shower and WC. 
 

 
 
 
 

 
 



 
Boom plan 
 
 
Boom plan 
 

boom load mid boom type dist. stage edge comments 
      
1   steel tube diam. 50   
      
2   steel tube diam. 50   
      

***   ****  curtain + fire curtain 
      
4   steel tube diam. 50  electric, ch. 1 to 20 
      
5   steel tube diam. 50   
      
6   steel tube diam. 50   
      
7   steel tube diam. 50   
      
8   American H30  level with legs 1 
      
9   steel tube diam. 50   
      

10   steel tube diam. 50   
      

11   steel tube diam. 50   
      

12*   steel tube diam. 50   
      

13*   steel tube diam. 50   
      

14*   steel tube diam. 50   
      

15*   steel tube diam. 50   
      

15a*    American H30  level with legs 2 
      

16*   steel tube diam. 50  electric, ch. 21 to 32 
      

17   steel tube diam. 50   
      

18   steel tube diam. 50   
      

19   steel tube diam. 50  electric, ch. 33 to 38 
      

20   steel tube diam. 50   
      

21   steel tube diam. 50   
      

22   steel tube diam. 50   
      

23   steel tube diam. 50   
 
* Short booms 1.10 m from ground, max. height 15 m 
 
Boom length 15 m 
 
Stage rake: 3.5 degrees. Height of boom 1: 16 m  Height of boom 45: 15.6 m 



 
boom load mid boom type dist. stage edge comments 

      
23   steel tube diam. 50   
      

24   steel tube diam. 50   
      

25   American H30  level with legs 3 
      

26   steel tube diam. 50   
      

27   steel tube diam. 50   
      

28   steel tube diam. 50   
      

29   steel tube diam. 50   
      

30   steel tube diam. 50   
      

31   steel tube diam. 50   
      

32   steel tube diam. 50  electric ch. 45 to 50 
      

33   steel tube diam. 50   
      

34   steel tube diam. 50  level with legs 4 
      

35   steel tube diam. 50  electric ch. 51 to 55 + stage service 
      

36   steel tube diam. 50   
      

37   steel tube diam. 50  electric, ch. 56 to 58 
      

38   Trilite H30  OSR studio  
      

39   American H30   
      

40   steel tube diam. 50   
      

41   steel tube diam. 50   
      

42   steel tube diam. 50   
      

43   steel tube diam. 50   
      

44   American H30  Gantry 
      

45   steel tube diam. 50  Cyclorama 
      

WALL     WALL 
 
Far sliding door max. width  12 m, height 6.45 m. 
 


